
LATERAL RISER SUPPORT

FOR PAVING AND DECKING RISER PEDESTAL 
«ESSENTIAL» RANGE

•  Box of 10 parts (273 boxes per pallet)
•  Box of 5 bags of 10 parts (64 boxes per pallet)

PACKING

Document protected by copyright. Any reproduction, copy, extraction, reuse in others publications, translation or adaptation, display, distribution or modification, in whole or in part, without the written consent of TMP CONVERT is strictly prohibited and will be sanctioned. TMP 
CONVERT reserves the right to add, modify or delete information to any time without warning.

•  Material: recycled polypropylene
•  Colour: black
•  Dimensions : 100  mm x 67  mm x 28  mm
•  Weight: 30 g
•  Resistance to temperature from -30°C to +60°C
•  UV and frost resistant

TECHNICAL DETAILS

•  No additional tools.
•  The tag can be remove: no plinth thickness limit and provides a 

support for a vertical finishing board for wooden decking.
•  Invisible fixing of the plinth.
•  Patented glue trap system.
•  For use with PROFILDECK® edge finishing (paving terrace only).

APPLICATIONS
•  Creates a support for a plinth.
•  Used with the side finishing plate, it allows 3 configurations: finish 

with a plint, invisible finishing, to create a step.
•  Used individually allows finish with buttress.

 RECOMMENDATIONS
•  Terraces and patios for pedestrian use only.
•  Outdoor use only.
•  To be positionned on the base of the riser. It is not necessary to 

screw the lateral riser support in position (screws are not supplied).
•  Provide a side finishing plate per periphery riser. For corner covering, 

provide 2 finishing supports.
•  Cannot be used with «Essential» risers HD 8/20mm, HD 20/30mm 

and self-levelling «Essential» 29/39mm.
•  For IFU, see the website.
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